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DB3F25
Carrara Gold 30x60 cm / 11.8x23.6”

Dolce



HonedDolce 30x60cm / 11.8x23.6”

DB3F13
Terra

DB3F19
Asia Beige

DB3F25
Carrara Gold

DB3F26
Travertine

DB3F27
Carlos Grey

DB3F28
Pulpis Crème

DB3F51
Calacatta



HonedDolce 30x60cm / 11.8x23.6”

DB6336
Baron White

DB6309
Latte Grey

DB6302
Volakas

DB6321
Cream Karaman

DB6332
Golden Cloud

DB6325
Victoria Beige

DB6301
Calacatta



DB6F32
Kafeira White 60x60 cm / 23.6x23.6”

Dolce



60x60cm / 23.6x23.6”

DB6F13
Terra

DB6F30
Chchl

DB6F25
Pulpis Crème

DB6F31
Snowy White

DB6F02
Silver Cloud

DB6F32
Kafeira White

Dolce Honed



60x60cm / 23.6x23.6”

DB6036
Baron White

DB6038
Carlsberg

DB6037
Elisabetta

DB6009
Latte Grey

DB6035
Crema Ultraman

DB6034
Branco Volakas

Dolce Honed



DB5139
Silver Cloud 50x100 cm / 19.7x39.4”

Dolce



HonedDolce 50x100cm / 19.7x39.4”

DB5109
Latte Grey

DB5140
Cream white travertine 

DB5136
Baron White

DB5139
Silver Cloud



Taiwan Excellence
           Award 

ECO Labeling

ISO-14001 Management 

ISO-9001 Management 

Green Building Material

CHAMPION BUILDING MATERIALS CO., LTD  /   export@mail.champion.com.tw  / www.champion-tile.com

Technical
Specifications

PACKING LIST
Pcs

Per M2
Pcs

Per Box
Weight
Per Box

Boxes
Per PLT

Water Absorption(%)            Length (mm)        Width (mm)       Thickness (mm)       Surface Flatness (mm)        Abrasion Wear          Breaking Strength(N) 

30x60 CM / 11.8x23.6"   8 28.1 485.56

≤ 0.5                                ± 0.3                          ± 0.3                        ± 0.3                         +0.6~-0.2      Minimum class 4  S≥1800N / R≥38N/mm²30x60 CM / 11.8x23.6"   

60x60 CM / 23.6x23.6"   

50x100 CM / 19.7x39.4"   

4 30

23.7

362.78

22

≤ 0.5                                ± 0.3                          ± 0.3                        ± 0.3                         +0.6~-0.2                    Minimum class 4  S≥1800N / R≥38N/mm²

≤ 0.5                                ± 0.4                          ± 0.4                        ± 0.4                         +0.8~-0.2                   Minimum class 4  S≥2200N / R≥38N/mm²50x100 CM / 19.7x39.4"   

60x60 CM / 23.6x23.6"   


